


®

The complete consumer unit

B5
B15
B28
B47
B76



Keeping Up with
Regulations...

(i)

(ii)

(iii)

(iv)

(v)

(vi)  

Overload Protection 
(536.4.3.2) & (536.4.202)

Types of RCD 
(531.3.3)

Division of Installation 
(Section 314)

Overcurrent Protection
(Section 443) & (Section 553)

The Elucian consumer units range has been designed to ensure compliance with BS 7671. 
Our engineers have considered how installers need to comply with the UK wiring regulation 
when installing consumer units in properties across the UK. The Elucian range has 
comprehensive options for every installation. These consist of Main Switch units, Split Load 
units and our Combination units.



Overload 
Protection of RCDs...

(536.4.3.2)

(536.4.202)

These devices have the ability to be overloaded if the combined 

RCCB. Therefore, we provide an 80Amp device as standard with the 
ability to change this to a 100Amp, or reduce to a 63Amp if required.

Comply with
the regs...

Example 1:

Example 2:

Example 3:

Regulations 536.4.3.2 and 536.4.202 require 
the designer to understand the loading 

unit. RCCBs will protect a number of 
outgoing circuits at the same time.

Method 1

Method 2

Service
Cut-Out

100A

80A

Service
Cut-Out

63A

Service
Cut-Out

100A



RCD & RCBO 
Protective Devices...

Type A RCD

Type A

RCCB

kWh

kWh

kWh

kWh

Mini C/U 
with Type 

A RCD

Mini C/U 
with Type 

A RCD

Mini C/U 
with Type 

B RCD

Mini C/U 
with Type 

A RCD

C/U with Type AC RCD

C/U with Type A RCD

C/U with Type A RCD

C/U with Type B RCD

RCBO Protection

RCBO



Increase Protection 
with AFDDs...

Self Test Overview:

Condition Repeat for 25 Seconds

AFDD Detection

• A series arc fault

• A parallel arc fault

• Over Voltage Detection

What is an AFDD?

What can an AFDD Detect?

3 Year 

Warranty
B Curve

Devices
C Curve

Devices

3YR B C
Large Terminal 

Capacity

Enhanced Protection
Against Arc Faults



Surge
Protection...

CRL = fenv/(Lp x Ng)

CRL = 85 / (2X0.5) x 0.5

CRL = 170

Transient Overvoltages

Example

CRL = fenv/(Lp x Ng)

fenv

Lp

Ng

Covers Overvoltage 
Control (443.5)

Iimp

In

Up

Uc

Imax

Terminology

(i)

(ii) 

(iii)

(iv)

Covers Overvoltage 
Control (443.4)

SPD Type 2





Features &
Benefits...

Variable Knockout Sizes Rear Knockouts Shrouded Live Bus Bar Accessories Pack

Metal Consumer Units Mains Switch Tail Clamp

Retrofit Locking Device
Can be installed on the left or right of the enclosure. 



Consumer Unit  
Breakdown...

Torque 
Rating Label

Non-Combustible 
Enclosures

Large Space 
for Wiring

Grommet Strip

MCB Style 
Solid Blanks

Keyway
DIN Rail

Lock Off
Capabilities

Earth and 
Neutral Bar

Compact 
RCBOs

Enhanced 
Protection with 
AFDDs with 
integrated RCBO
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Warranty (Years): 10
Warranty - Devices (Years): 3
Standards: BS EN 61439-3 BS EN 61008-1 
Dimensions (mm): 168 (W) x 260 (H) x 115 (D)

Mini Units (Garage)

GUEB563RCD3
GUEB580RCD3

RCD

RCD Fitted

Tail Clamp 
Pre-Installed 

CLLICCK®® WIRING ACCESSOORIEES
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Warranty (Years): 10
Warranty - Devices (Years): 3
Standards: BS EN 61439-3 BS EN 60947-3
Dimensions (mm): 8 Way: 222 (W) x 260 (H) x 115 (D) 10 Way: 258 (W) x 260 (H) x 115 (D)
12 Way: 294 (W) x 260 (H) x 115 (D) 14 Way: 330 (W) x 260 (H) x 115 (D) 16 Way: 366 (W) x 260 (H) x 115 (D) 
18 Way: 402 (W) x 260 (H) x 115 (D) 22 Way: 474 (W) x 260 (H) x 115 (D)

Switch-Disconnector Units

CUEB8MS6
CUEB10MS8
CUEB12MS10
CUEB14MS12
CUEB16MS14
CUEB18MS16
CUEB22MS20

100A

Mains 
Switch Fitted

Straight
Mains Board

Tail Clamp 
Pre-Installed 

Warranty (Years): 10 
Warranty - Devices (Years): 3
Standards: BS EN 61439-3  BS EN 60947-3 BS EN 61643-1-11
Dimensions (mm): 10 Way: 258 (W) x 260 (H) x 115 (D) 12 Way: 294 (W) x 260 (H) x 115 (D) 14 Way: 330 (W) x 260 (H) x 115 (D)
16 Way: 366 (W) x 260 (H) x 115 (D) 18 Way:  402 (W) x 260 (H) x 115 (D) 22 Way: 474 (W) x 260 (H) x 115 (D)

Switch-Disconnector Units Including Surge Protection

CUEB10MSSP6

CUEB12MSSP8

CUEB14MSSP10

CUEB16MSSP12

CUEB18MSSP15

CUEB22MSSP18

100A

Mains 
Switch Fitted

Straight
Mains Board

Tail Clamp 
Pre-Installed 

SPD

SPD Fitted



sales@scolmore.com  |  Call: 01827 63454   |   scolmore.comCLICK® WIRING ACCESSORIES

Warranty (Years): 10
Warranty - Devices (Years): 3
Standards: BS EN 61439-3 BS EN 60947-3 BS EN 61008-1
Dimensions (mm): 14 Way: 330 (W) x 260 (H) x 115 (D) 16 Way: 366 (W) x 260 (H) x 115 (D) 18 Way: 402 (W) x 260 (H) x 115 (D)
22 Way: 474 (W) x 260 (H) x 115 (D)

Split Load Units

CUEB14MSRCD8
CUEB16MSRCD10
CUEB18MSRCD12
CUEB22MSRCD16

100A

Mains 
Switch Fitted

Split Load Board

Tail Clamp 
Pre-Installed 

RCD

RCD Fitted

Warranty (Years): 10
Warranty - Devices (Years): 3
Standards: BS EN 61439-3 BS EN 60947-3 BS EN 61008-1 BS EN 61643-1-11
Dimensions (mm): 14 Way: 330 (W) x 260 (H) x 115 (D) 16 Way: 366 (W) x 260 (H) x 115 (D) 18 Way: 402 (W) x 260 (H) x 115 (D) 
22 Way: 474 (W) x 260 (H) x 115 (D)

Split Load Units Including Surge Protection

CUEB14MSRCDSP6
CUEB16MSRCDSP8
CUEB18MSRCDSP10
CUEB22MSRCDSP14

Tail Clamp 
Pre-Installed 

100A

Mains 
Switch Fitted

Split Load Board
With Surge Protection

RCD

RCD Fitted

SPD

SPD Fitted
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Warranty (Years): 10
Warranty - Devices (Years): 3
Standards: BS EN 61439-3 BS EN 60947-3 BS EN 61008-1 
Dimensions (mm): 14 Way: 330 (W) x 260 (H) x 115 (D) 16 Way: 366 (W) x 260 (H) x 115 (D) 18 Way: 402 (W) x 260 (H) x 115 (D)
22 Way: 474 (W) x 260 (H) x 115 (D)

Combination Units (High Integrity)

CUEHIB14MSRCD8
CUEHIB16MSRCD10
CUEHIB18MSRCD12
CUEHIB22MSRCD16

100A

Mains 
Switch Fitted

Tail Clamp 
Pre-Installed 

RCD Fitted

HIGH

High Integrity 
Board

Warranty (Years): 10 
Warranty - Devices (Years): 3
Standards: BS EN 61439-3 BS EN 60947-3 BS EN 61008-1 BS EN 61643-1-11
Dimensions (mm): 14 Way: 330 (W) x 260 (H) x 115 (D) 16 Way: 366 (W) x 260 (H) x 115 (D) 18 Way: 402 (W) x 260 (H) x 115 (D)
22 Way: 474 (W) x 260 (H) x 115 (D)

Combination Units (High Integrity) Including Surge Protection

CUEHIB14MSRCDSP6
CUEHIB16MSRCDSP8
CUEHIB18MSRCDSP10
CUEHIB22MSRCDSP14

100A

Mains 
Switch Fitted

Tail Clamp 
Pre-Installed 

RCD Fitted

HIGH

High Integrity 
Board

SPD

SPD Fitted
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Warranty (Years): 3
Standards: BS EN 60898-1
Dimensions (mm): 17.8 (W) x 85.3 (H) x 76.6 (D)

MCB’s Single Pole C Curve

CU1MCB6C

CU1MCB10C

CU1MCB16C

CU1MCB20C

CU1MCB25C

CU1MCB32C

CU1MCB40C

CU1MCB50C

CU1MCB63C

MCB’s Single Pole B Curve

CU1MCB6B

CU1MCB10B

CU1MCB16B

CU1MCB20B

CU1MCB25B

CU1MCB32B

CU1MCB40B

CU1MCB50B

CU1MCB63B

B

B curve

Single Pole

6kAkk

True 6ka Large Terminal 
Capacity (mm²)

C

C curve

Features &
Benefits...

®

Clear Indication 3 Year Product Warranty

Clip in Devices Lock Off Capabilities
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Warranty (Years): 3
Standards: BS EN 61009-1
Neutral Flylead (mm): 450
Dimensions (mm): 17.8 (W) x 91.8 (H) x 76.6 (D)

RCBO’s Type A Single Pole C Curve

CU1RCBO6C

CU1RCBO10C

CU1RCBO16C

CU1RCBO20C

CU1RCBO32C

CU1RCBO40C

RCBO’s Type A Single Pole B Curve

CU1RCBO6B

CU1RCBO10B

CU1RCBO16B

CU1RCBO20B

CU1RCBO32B

CU1RCBO40B

B

B curve

C

C curve

Single Pole
+ Neutral

6kAkk

True 6ka

30mA

Trip Current

A

Type A Large Terminal 
Capacity (mm²)

Warranty (Years): 3
Standards: BS EN 61009-1
Dimensions (mm): 35.6 (W) x 84 (H) x 76.6 (D)

RCBO’s Type A 2 Module Double Pole B Curve

CU2RCBO45B

CU2RCBO50B

CU2RCBO63B

RCBO’s Type A 2 Module Double Pole C Curve

CU2RCBO45C

CU2RCBO50C

CU2RCBO63C

B

B curve

C

C curve

6kAkk

True 6ka

30mA

Trip Current

A

Type A Large Terminal 
Capacity (mm²)

Double Pole
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Warranty (Years): 3
Standards: BS EN 61008-1
Dimensions (mm): 35.5 (W) x 85.2 (H) x 73 (D) 100: 35.6 (W) x 87 (H) x 74 (D)

RCD’s

CU2RCD63A

CU2RCD80A

CU2RCD100A

Double PoleLarge Terminal 
Capacity (mm²)

A

Type A

Warranty (Years): 3
Standards: BS EN 61643-1-11
Dimensions (mm): 18 (W) x 90 (H) x 70 (D)

SPD

CU1SPD275T

40kAkk

Max Discharge 
Current

Large Terminal 
Capacity (mm²)

<25ns

Response Time

<1.5kVkk

Protection 
Level (Up)

Double Pole

Time Delay RCD’s

CU2RCDTD63A

CU2RCDTD80A

CU2RCDTD100A

Type S
(Time Delay)

S
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2 Pole 20A Contactors  (1 Module)
MC20202
MC20211
MC20220

Warranty (Years): 3
Standards: BS EN 60947-4-1 BS EN 61095
Dimensions (mm): 1 Module: 18 (W) x 106 (H) x 68 (D) 2 Module: 36 (W) x 106 (H) x 68 (D) 3 Module: 54 (W) x 110 (H) x 68 (D)

Warranty (Years): 3
Standards: BS EN 61009-1 BS EN 62606
Dimensions (mm): 17.8 (W) x 118 (H) x 76.6 (D)

AFDD RCBO’s C Curve

CU1AFDD6C

CU1AFDD10C

CU1AFDD16C

CU1AFDD20C

CU1AFDD32C

CU1AFDD40C

AFDD RCBO’s B Curve

CU1AFDD6B

CU1AFDD10B

CU1AFDD16B

CU1AFDD20B

CU1AFDD32B

CU1AFDD40B

B

B curve

C

C curve

6kAkk

True 6ka

30mA

Trip Current

A

Type A Large Terminal 
Capacity (mm²)

4 Pole 25A Contactors  (2 Module)
MC25404
MC25422
MC25431
MC25440

4 Pole 40A Contactors  (3 Module)
MC40404
MC40422
MC40431
MC40440

4 Pole 63A Contactors  (3 Module)
MC63404
MC63422
MC63431
MC63440

ole 25A Contactors ((2 M2 Moduodule)le)

P l 6 A C ( M d l )

Contactors (1 Modul )le)

A C ( M d l )

Single Pole 
+ Switched 

Neutral
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Warranty (Years): 3  
Standards: BS EN 60947-3  
Dimensions (mm): 35.9 (W) x 85.3 (H) x 76.6 (D)

100A

RatedLarge Terminal 
Capacity (mm²)

Double Pole

Mains Switch-Disconnector
CU2MS100

Warranty (Years): 3  
Dimensions (mm): 18 (W) x 81 (H) x 70 (D)

Blank Modules
CU1BLANK
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Cable Size (mm²): 790: 25 & 16 791 981: 35 
Dimensions (mm): 790 791: 168 (W) x 94.5 (D) x 133 (H) 981: 80 (W) x 90 (D) x 45 (H)

Fused Main Switch Accessories
DB790
Suitable for DB700/701 80A fused main switch

DB791
Suitable for DB701/751 100A fused main switch

DB981
Enables surface and rear entry cable access
Suitable for use with the Fused Main Switch range (DB700, DB701, DB750 & DB751)

Fused Main Switch
DB700
DB701
DB750
DB751

Standards: BS 60947-03
Cable Size (mm²): 700 701: 25 & 16 750 751: 35 & 25
Dimensions (mm): 700 701: 127.5 (W) x 53.5 (D) x 80.5 (H)  750 751: 133 (W) x 60 (D) x 101 (H) 

80A

HRC fuse 
supplied
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Busbar & Cover Sets

CUBUS3

CUBUS4

CUBUS5

CUBUS6

CUBUS7

CUBUS8

CUBUS12

CUBUS20

CUCAP

DIN Rails

CUDR10

CUDR12

CUDR14

CUDR16

CUDR18

CUDR22

*All accessories are for use on Elucian Consumer Units only and are not suitable for Consumer Unit conversions.

Terminal Bars
CUTB4
CUTB6
CUTB7
CUTB8
CUTB9
CUTB10
CUTB12
CUTB15
CUTB16

*All accessories are for use on Elucian Consumer Units only and are not suitable for Consumer Unit conversions.

CUTB17
CUTB18
CUTB19
CUTB20
CUTB22
CUTB23
CUTB26
CUTBSC
CUTBSCSL
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SPD Cartridge
CU1SPDC275

Link Cables
CUCNL210
CUCNL285

*All accessories are for use on Elucian Consumer Units only and are not suitable for Consumer Unit conversions.

Grommet Strip
CUGS1

Adhesive Labels
CULAB1

Mains Cable Clamp Components
CUPLATE

Mains Cable Clamp Components
CUCLAMP

*All accessories are for use on Elucian Consumer Units only and are not suitable for Consumer Unit conversions.

Retrofit Locking Device
CUELOCK

CUCNL325
CUCLL

Can be installed on the left or right of the enclosure. Padlock not supplied

Cable Entry Plate
CUCEPS
CUCEPL

Pattress Mount
CUEBPM

Flush Lid
CUEB18FL
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Bluetooth DIN 
Rail Time Switches

DIN Rail Time Switches

NFC DIN 
Rail Time Switches
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168mm

11
5m

m

26
0m

m

60mm

60
m

m

118mm (X)

19
9m

m
 (

Y
)

Mini (Garage) Units
Board Product Code GUEB563RCD3 GUEB580RCD3

Ingress Protection IP20

IK Rating IK05

Operational Temperature 
(°C) -5 to +40

Tail Clamp Capacity (mm²) 25

Tail Clamp Torque (Nm) 1.5

CPC & N Bars Capacity 
(mm²) 16

CPC & N Bars Torque (Nm) 2

Switch-Disconnector 
Fitted - -

RCD Fitted 1 x 63A 30mA RCD (CU2RCD63A) 1 x 80A 30mA RCD (CU2RCD80A)

SPD Fitted - -

Free Ways 3 3

Nett Weight (kg) 3.168 3.168

172mm (X)

19
9m

m
 (

Y
)

11
5m

m

222mm

26
0m

m

100mm

60
m

m

8 Way Units
Board Product Code CUEB8MS6

Ingress Protection IP20

IK Rating IK05

Operational Temperature 
(°C) -5 to +40

Tail Clamp Capacity (mm²) 25

Tail Clamp Torque (Nm) 1.5

CPC & N Bars Capacity 
(mm²) 16

CPC & N Bars Torque (Nm) 2

Switch-Disconnector 
Fitted 1 x 100A (CU2MS100)

RCD Fitted -

SPD Fitted -

Free Ways 6

Nett Weight (kg) 3.3
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10 Way Units

208mm (X)

19
9m

m
 (

Y
)

11
5m

m

258mm

26
0m

m

100mm

60
m

m

Board Product Code CUEB10MS8 CUEB10MSSP6

Ingress Protection IP20

IK Rating IK05

Operational Temperature 
(°C) -5 to +40

Tail Clamp Capacity (mm²) 25

Tail Clamp Torque (Nm) 1.5

CPC & N Bars Capacity 
(mm²) 16

CPC & N Bars Torque (Nm) 2

Switch-Disconnector 
Fitted 1 x 100A (CU2MS100)

RCD Fitted -

SPD Fitted 1 x 40kA SPD (CU2SPD275)

Free Ways 8 6

Nett Weight (kg) 3.6 3.25

12 Way Units

244mm (X)

19
9m

m
 (

Y
)

11
5m

m

294mm

26
0m

m

100mm

60
m

m

Board Product Code CUEB12MS10 CUEB12MSSP8

Ingress Protection IP20

IK Rating IK05

Operational Temperature 
(°C) -5 to +40

Tail Clamp Capacity (mm²) 25

Tail Clamp Torque (Nm) 1.5

CPC & N Bars Capacity 
(mm²) 16

CPC & N Bars Torque (Nm) 2

Switch-Disconnector 
Fitted 1 x 100A (CU2MS100)

RCD Fitted -

SPD Fitted 1 x 40kA SPD (CU2SPD275)

Free Ways 10 8

Nett Weight (kg) 3.9 4.16
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14 Way Units
Board Product Code CUEB14MS12 CUEB14MSRCD8 CUEB14MSRCDSP6 CUEHIB14MSRCD8 CUEB14MSSP10 CUEHIB14MSRCDSP6

Ingress Protection IP20 IP20 IP20 IP20 IP20 IP20

IK Rating IK05 IK05 IK05 IK05 IK05 IK05

Operational Temperature 
(°C) -5 to +40 -5 to +40 -5 to +40 -5 to +40 -5 to +40 -5 to +40

Tail Clamp Capacity 
(mm²) 25 25 25 25 25 25

Tail Clamp Torque (Nm) 1.5 1.5 1.5 1.5 1.5 1.5

CPC & N Bars Capacity 
(mm²) 16 16 16 16 16 16

CPC & N Bars Torque 
(Nm) 2 2 2 2 2 2

Switch-Disconnector 
Fitted 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100)

RCD Fitted - 2 x 80A 30mA RCD (CU2RCD80A) 2 x 80A 30mA RCD (CU2RCD80A) 2 x 80A 30mA RCD (CU2RCD80A) - 2 x 80A 30mA RCD (CU2RCD80A)

SPD Fitted - - 1 x 40kA SPD (CU2SPD275) - 1 x 40kA SPD (CU2SPD275) 1 x 40kA SPD (CU2SPD275)

Free Ways 12 8 (4+4) 6 (3+3) 8 10 6

Nett Weight (kg) 3.844 4.634 5.4 5.25 3.8 5.46

280mm (X)

19
9m

m
 (

Y
)

11
5m

m

330mm

26
0m

m

100mm

60
m

m

Board Product Code

Ingress Protection

IK Rating

Operational Temperature 
(°C)

Tail Clamp Capacity 
(mm²)

Tail Clamp Torque (Nm)

CPC & N Bars Capacity 
(mm²)

CPC & N Bars Torque 
(Nm)

Switch-Disconnector 
Fitted

RCD Fitted

SPD Fitted

Free Ways

Nett Weight (kg)



Technical InformationTechnical Information
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16 Way Units

11
5m

m

366mm

26
0m

m

100mm

60
m

m

316mm(X)

19
9m

m
 (

Y
)

Board Product Code CUEB16MS14 CUEB16MSRCD10 CUEB16MSRCDSP8 CUEHIB16MSRCD10 CUEB16MSSP12 CUEHIB16MSRCDSP8

Ingress Protection IP20 IP20 IP20 IP20 IP20 IP20

IK Rating IK05 IK05 IK05 IK05 IK05 IK05

Operational Temperature 
(°C) -5 to +40 -5 to +40 -5 to +40 -5 to +40 -5 to +40 -5 to +40

Tail Clamp Capacity 
(mm²) 25 25 25 25 25 25

Tail Clamp Torque (Nm) 1.5 1.5 1.5 1.5 1.5 1.5

CPC & N Bars Capacity 
(mm²) 16 16 16 16 16 16

CPC & N Bars Torque 
(Nm) 2 2 2 2 2 2

Switch-Disconnector 
Fitted 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100)

RCD Fitted - 2 x 80A 30mA RCD (CU2RCD80A) 2 x 80A 30mA RCD (CU2RCD80A) 2 x 80A 30mA RCD (CU2RCD80A) - 2 x 80A 30mA RCD (CU2RCD80A)

SPD Fitted - - 1 x 40kA SPD (CU2SPD275) - 1 x 40kA SPD (CU2SPD275) 1 x 40kA SPD (CU2SPD275)

Free Ways 14 10 (5+5) 8 (4+4) 10 12 8

Nett Weight (kg) 4.5 5.93 5.55 5.35 4.76 5.61

Board Product Code

Ingress Protection

IK Rating

Operational Temperature 
(°C)

Tail Clamp Capacity 
(mm²)

Tail Clamp Torque (Nm)

CPC & N Bars Capacity 
(mm²)

CPC & N Bars Torque 
(Nm)

Switch-Disconnector 
Fitted

RCD Fitted

SPD Fitted

Free Ways

Nett Weight (kg)
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18 Way Units

352mm (X)

19
9m

m
 (

Y
)

11
5m

m

402mm

26
0m

m

100mm

60
m

m

Board Product Code CUEB18MS16 CUEB18MSRCD12 CUEB18MSRCDSP10 CUEHIB18MSRCD12 CUEB18MSSP15 CUEHIB18MSRCDSP10

Ingress Protection IP20 IP20 IP20 IP20 IP20 IP20

IK Rating IK05 IK05 IK05 IK05 IK05 IK05

Operational Temperature 
(°C) -5 to +40 -5 to +40 -5 to +40 -5 to +40 -5 to +40 -5 to +40

Tail Clamp Capacity 
(mm²) 25 25 25 25 25 25

Tail Clamp Torque (Nm) 1.2Nm Max 1.2Nm Max 1.2Nm Max 1.2Nm Max 1.5 1.5

CPC & N Bars Capacity 
(mm²) 16 16 16 16 16 16

CPC & N Bars Torque 
(Nm) 2 2 2 2 2 2

Switch-Disconnector 
Fitted 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100)

RCD Fitted - 2 x 80A 30mA RCD (CU2RCD80A) 2 x 80A 30mA RCD (CU2RCD80A) 2 x 80A 30mA RCD (CU2RCD80A) - 2 x 80A 30mA RCD (CU2RCD80A)

SPD Fitted - - 1 x 40kA SPD (CU2SPD275) - 1 x 40kA SPD (CU1SPD275) 1 x 40kA SPD (CU2SPD275)

Free Ways 16 12 (6+6) 10 (5+5) 12 15 10

Nett Weight (kg) 4.7 5.5 5.55 5.95 4.96 5.76

Board Product Code

Ingress Protection

IK Rating

Operational Temperature 
(°C)

Tail Clamp Capacity 
(mm²)

Tail Clamp Torque (Nm)

CPC & N Bars Capacity 
(mm²)

CPC & N Bars Torque 
(Nm)

Switch-Disconnector 
Fitted

RCD Fitted

SPD Fitted

Free Ways

Nett Weight (kg)
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22 Way Units

11
5m

m

474mm

26
0m

m

1001 mmm

60
m

m

424mm(X)( )

19
9m

m
(Y

)

Board Product Code CUEB22MS20 CUEB22MSRCD16 CUEB22MSRCDSP14 CUEHIB22MSRCD16 CUEB22MSSP18 CUEHIB22MSRCDSP14

Ingress Protection IP20 IP20 IP20 IP20 IP20 IP20

IK Rating IK05 IK05 IK05 IK05 IK05 IK05

Operational Temperature 
(°C) -5 to +40 -5 to +40 -5 to +40 -5 to +40 -5 to +40 -5 to +40

Tail Clamp Capacity 
(mm²) 25 25 25 25 25 25

Tail Clamp Torque (Nm) 1.5 1.5 1.5 1.5 1.5 1.5

CPC & N Bars Capacity 
(mm²) 16 16 16 16 16 16

CPC & N Bars Torque 
(Nm) 2 2 2 2 2 2

Switch-Disconnector 
Fitted 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100) 1 x 100A (CU2MS100)

RCD Fitted - 2 x 80A 30mA RCD (CU2RCD80A) 2 x 80A 30mA RCD (CU2RCD80A) 2 x 80A 30mA RCD (CU2RCD80A) - 2 x 80A 30mA RCD (CU2RCD80A)

SPD Fitted - - 1 x 40kA SPD (CU2SPD275) - 1 x 40kA SPD (CU2SPD275) 1 x 40kA SPD (CU2SPD275)

Free Ways 20 16 8+8) 14 (7+7) 16 18 14

Nett Weight (kg) 5.8 6.2 6.98 6.6 5.66 6.46

Board Product Code

Ingress Protection

IK Rating

Operational Temperature 
(°C)

Tail Clamp Capacity 
(mm²)

Tail Clamp Torque (Nm)

CPC & N Bars Capacity 
(mm²)

CPC & N Bars Torque 
(Nm)

Switch-Disconnector 
Fitted

RCD Fitted

SPD Fitted

Free Ways

Nett Weight (kg)
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MCB’s

81
.5

m
m

45
m

m

17.8mm

76.6mm

50mm

85
.3

m
m

B Curve C Curve

Rated Operational Voltage 
(Ue)

230/400
50/60

230/400
50/60

Maximum Rated Current (In) 6A to 63A 6A to 63A

Thermal Operating Limit (1.13-1.45) x In (1.13-1.45) x In

Rated Breaking Capacity (Ics) 6 6

Number Of Poles 1 1

Insulation Voltage (UI) 500 500

Impulse Withstand Voltage 
(Uimp) 4000 4000

Endurance Operations Mechanical: 20000
Electrical: 8000

Mechanical: 20000
Electrical: 8000

Trip Type Thermal/Magnetic Release Thermal/Magnetic Release

Magnetic Operating 
Characteristics (3-5) x In (5-10) x In

Device Terminal Type Screwed Lug & Pin Screwed Lug & Pin

Terminal Capacity (mm²) 6-25A - 16 Flexible or 25 Rigid
32-63A - 25 Flexible or 35 Rigid

6-25A - 16 Flexible or 25 Rigid
32-63A - 25 Flexible or 35 Rigid

Maximum Torque (Nm) 2 2

Operational Temperature (°C) -5 to +40 -5 to +40

Breaking Curves

C Curve

1-Thermal Tripping

I/In

t(s) 2-Electromagnetic Tripping

B Curve
I/In

t(s)

1-Thermal Tripping

2-Electromagnetic Tripping
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RCBO’s

89
m

m

45
m

m

17.8mm

76.6mm

50mm

91
.8

m
m

B Curve & C Curve

Rated Operational Voltage (Ue) 240 50/60

Maximum Rated Current (In) 6A to 40A

Number Of Poles 1P + Unswitched Neutral

Neutral Tail Length 450

Circuit Protection Earth fault, overcurrent & short-circuit

Device Terminal Type Screwed Lug & Pin

Input Terminal Capacity (mm²) 25 Flexible / 32 Rigid

Output Terminal Capacity (mm²) 16 Flexible / 25 Rigid

Maximum Torque (Nm) Input: 2  Ouput: 1.2

RCD Type A

Residual Current Making & Breaking Capacity 
(Im) 500

Tripping Current (mA) 30

0.5

Impulse Withstand Voltage (Uimp) 4000

Trip Type Ground Fault: Electronic/Electromagnetic
Over Current: Thermal/Magnetic

Endurance Operations Mechnical: 20000  Electrical: 5000

Operational Temperature (°C) -25 to +40

Breaking Curves

C Curve

1-Thermal Tripping

I/In

t(s) 2-Electromagnetic Tripping

B Curve
I/In

t(s)

1-Thermal Tripping

2-Electromagnetic Tripping
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2P RCBO’s

45
m

m

76.6mm

50mm35.6mm

84
m

m

81
m

m

B Curve & C Curve

Rated Operational Voltage (Ue) 230 50/60

Maximum Rated Current (In) 45A to 63A

Number Of Poles 2

Circuit Protection Earth fault, overcurrent & short-circuit

Device Terminal Type Screwed Lug & Pin

Input Terminal Capacity (mm²) 10 Flexible / 16 Rigid
63A: 16 Flexible / 25 Rigid

Output Terminal Capacity (mm²) 10 Flexible / 16 Rigid
63A: 16 Flexible / 25 Rigid

Maximum Torque (Nm) Input: 2  Ouput: 2

RCD Type A

Residual Current Making & Breaking Capacity 
(Im) 500

Tripping Current (mA) 30

0.5

Impulse Withstand Voltage (Uimp) 4000

Trip Type Ground Fault: Electronic
Over Current: Thermal/Magnetic

Endurance Operations Mechnical: 10000  Electrical: 4000

Operational Temperature (°C) -25 to +40

Breaking Curves

C Curve

1-Thermal Tripping

I/In

t(s) 2-Electromagnetic Tripping

B Curve
I/In

t(s)

1-Thermal Tripping

2-Electromagnetic Tripping
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AFDD’s

11
7m

m

17.8mm

76.6mm

50mm

45
m
m

B Curve & C Curve

Rated Operational Voltage (Ue) 240 50/60Hz

Maximum Rated Current (In) 6A to 40A

Number Of Poles 1P + Switched Neutral

Neutral Tail Length 450

Circuit Protection
AFDD: Series Arc Fault, Parallel Arc Fault, Over Voltage Fault, Self-Test 

Fault, No fault
RCBO: Earth fault, overcurrent & short-circuit

Device Terminal Type Screwed Lug & Pin

Input Terminal Capacity (mm²) 25 Flexible / 32 Rigid

Output Terminal Capacity (mm²) 16 Flexible / 25 Rigid

Maximum Torque (Nm) Input: 2.0 Ouput: 1.2

RCD Type A

Residual Current Making & Breaking Capacity (Im) 500

Tripping Current (mA) 30

0.03

Impulse Withstand Voltage (Uimp) 4000

Trip Type Ground Fault: Electronic
Over Current: Thermal/Magnetic

Endurance Operations Mechnical: 6000  Electrical: 4000

Operational Temperature (°C) -25 to +40

Breaking Curves

C Curve

1-Thermal Tripping

I/In

t(s) 2-Electromagnetic Tripping

B Curve
I/In

t(s)

1-Thermal Tripping

2-Electromagnetic Tripping
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63A & 80A RCD’s

81
.5

m
m

45
.2

m
m

35.5mm

73mm

50.5mm

85
.2

m
m

63A 30mA 80A 30mA

Rated Operational Voltage (Ue) 230 230

Maximum Rated Current (In) 63A 80A

RCD Type A A

Number Of Poles 2 (1+N) 2 (1+N)

Residual Current Making & 
Breaking Capacity (Im) 630 800

Tripping Current (mA) 30 30

Residual Non-operating Current 0.5 0.5

Impulse Withstand Voltage 
(Uimp) 4000 4000

Endurance Operations 2000 ‘ON’ & 1000 ‘OFF’ Cycles 2000 ‘ON’ & 1000 ‘OFF’ Cycles

Trip Type Electro-Magnetic Release Electro-Magnetic Release

Device Terminal Type Screwed Lug & Pin Screwed Lug & Pin

Terminal Capacity (mm²) 16 25

Maximum Torque (Nm) 2.5 2.5

Operational Temperature (°C) -25 to +40 -25 to +40

100A RCD’s

87
m

m

45
.0

m
m

35.6mm 74mm

100A 30mA

Rated Operational Voltage (Ue) 230

Maximum Rated Current (In) 100A

RCD Type A

Number Of Poles 2 (1+N)

Residual Current Making & Breaking 
Capacity (Im) 1000

Tripping Current (mA) 30

0.5

Impulse Withstand Voltage (Uimp) 4000

Endurance Operations 2000 ‘ON’ & 1000 ‘OFF’ Cycles

Trip Type Electro-Magnetic Release

Device Terminal Type Screwed Lug & Pin

Terminal Capacity (mm²) 35

Maximum Torque (Nm) 2.5

Operational Temperature (°C) -25 to +40
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100A Time Delay RCD’s63A & 80A Time Delay RCD’s

81
.5

m
m

45
.2

m
m

35.5mm

73mm

50.5mm

85
.2

m
m

63A 30mA 80A 30mA

Rated Operational Voltage (Ue) 230 230

Maximum Rated Current (In) 63A 80A

RCD Type S S

Number Of Poles 2 (1+N) 2 (1+N)

Residual Current Making & 
Breaking Capacity (Im) 630 800

Tripping Current (mA) 100 100

Residual Non-operating Current 0.5 0.5

Impulse Withstand Voltage 
(Uimp) 4000 4000

Endurance Operations 2000 ‘ON’ & 1000 ‘OFF’ Cycles 2000 ‘ON’ & 1000 ‘OFF’ Cycles

Trip Type Electro-Magnetic Release Electro-Magnetic Release

Device Terminal Type Screwed Lug & Pin Screwed Lug & Pin

Terminal Capacity (mm²) 16 25

Maximum Torque (Nm) 2.5 2.5

Operational Temperature (°C) -25 to +40 -25 to +40

87
m

m

45
.0

m
m

35.6mm 74mm

100A 30mA

Rated Operational Voltage (Ue) 230

Maximum Rated Current (In) 100A

RCD Type S

Number Of Poles 2 (1+N)

Residual Current Making & Breaking 
Capacity (Im) 1000

Tripping Current (mA) 100

0.5

Impulse Withstand Voltage (Uimp) 4000

Endurance Operations 2000 ‘ON’ & 1000 ‘OFF’ Cycles

Trip Type Electro-Magnetic Release

Device Terminal Type Screwed Lug & Pin

Terminal Capacity (mm²) 35

Maximum Torque (Nm) 2.5

Operational Temperature (°C) -25 to +40
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Maximum Continuous Operating 
Voltage (Uc) 275

SPD Type Type 2

Number Of Poles 2

Visual Status (Green) Normal Function

Visual Status (Red) Cartridge Replaceable (Product Ref.CU1SPDC275)

Device Terminal Type Screwed Lug & Pin

Terminal Capacity (mm²) L&N: 4-16; PE: 4-25

Maximum Torque (Nm) L&N: 1.2, PE: 2

Tails Included Yes

Internal Overcurrent Protection 300

Maximum Voltage Protection Level 
(Up) <1.5

Nominal Discharge Current (ln) 20 (L-N & N-PE)

Maximum Discharge Current (lmax) 40 (L-N & N-PE)

Response Time (tA) <25

Compatible Earthing Systems TT / TN

Operational Temperature (°C) -40 to +70

SPD’s
Surge Protection

Technical Data
•
•
•

Installation and Connection
•

•

•

•
•

Visual Status Indicator

Green Indicator Light

Red Indicator Light

Protection Devices

90
m
m

18mm

70mm

52mm
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Modular ContactorsMains Switch-Disconnector

81
.5
m
m

45
m
m

35.9mm

76.6mm

50mm

85
.3
m
m

Rated Operational Voltage (Ue) 230/415

Maximum Rated Current (In) 100A

Number Of Poles 2

Endurance Operations Mechanical: 10000 
Electrical: 1500

Device Terminal Type Screwed Lug & Pin

Terminal Capacity (mm²) 35

Maximum Torque (Nm) 2.5

Utilisation Category AC-22A

Short Circuit Withstand Current (lcw) 12 le, t=1s

Short Circuit Making Capacity (lcm) 20 le

Making & Breaking Capacity 3le,1.05Ue, COS =0.65

Insulation Voltage (UI) 690

Impulse Withstand Voltage (Uimp) 6000

Operational Temperature (°C) -25 to +40

CLICK® WIRING ACCESSORIES

Load Rating (A) 20 25 40 63

Rated Operational Voltage (Ue) 250 400 400 400

Endurance Mechanical Operations >5000000

Endurance Electrical Operations >100000

Device Terminal Type Screwed Lug & Pin

Insulation Voltage (UI) 500

Operational Temperature (°C) -5 to +60

36mm

81
m
m

49mm

45
m
m

18mm
20A 25A 40A

63A 68mm

36mm

54mm
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Dimensions (mm)

Unit Ways Width Height Depth (Body) Depth (Overall) XY Fixing Centres

5 168 260 92 116 118 x 199

8 222 260 92 116 172 x 199

10 258 260 92 116 208 x 199

12 294 260 92 116 244 x 199

14 330 260 92 116 280 x 199

16 366 260 92 116 316 x 199

18 402 260 92 116 352 x 199

22 474 260 92 116 424 x 199

Knockouts (mm)

Unit Ways Sides (Ø) Top (Ø) Bottom (Ø) Rear

5 1x25, 1x32 2x20, 1x40 2x20, 1x40 60x60

8 1x25, 1x40 2x20, 1x40 2x20, 1x40 100x60

10 1x25, 1x40 4x20, 1x32, 1x40 4x20, 1x32, 1x40 100x60

12 2x40 4x2, 2x40 3x20, 2x25, 2x32 2x100x60

14 1x32, 1x40 2x20, 1x40 2x20, 1x40 2x100x60

16 2x40 4x20, 2x25, 2x40 5x20, 2x25, 2x32 2x100x60

18 1x32, 1x40 2x20, 1x40 2x20, 1x40 2x100x60

22 1x32, 1x40 2x20, 1x40 2x20, 1x40 3x100x60

Dimensions & Knockouts

D
E

P
TH

WIDTH

H
E

IG
H

T

CLICK® WIRING ACCESSORIES

Torque Settings

Device Type Number Of Ways Maximum Conductor Size
Maximum Torque (Nm)

Input Output

Main Switch 2 35mm2 2.5Nm 2.5Nm

RCD 2 16mm2 (63A), 25mm2 (80A), 35mm2 (100A) 2.5Nm 2.5Nm

SPD 2 L&N: 4-16mm2, PE: 4-25mm2 L&N: 1.2Nm; PE: 2Nm

MCB 1

16mm² Flexible or 25mm² Rigid (Up to 25A)

2.0Nm 2.0Nm

25mm² Flexible or 35mm² Rigid (32A - 63A)

1P + N RCBO’s 1

25mm² Flexible / 32mm² Rigid (Input)

2.0Nm 1.2Nm

16mm² Flexible / 25mm² Rigid (Output)

2P RCBO 2

45A & 50A: 10mm2 Flexible / 16mm2 Rigid 
(Input & Output)

2Nm 2Nm
63A: 16mm2 Flexible / 25mm2 Rigid (Input 

& Output)

Earth & Neutral Bars 16mm2 2.0Nm

Mains Tail Clamp 25mm2 1.2Nm
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Fused Main Switch
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Fuse Manufacturer

Rating Bussmann Lawson MEM GE

40A 40KR85 ME40 404R RHF40

45A 45KR85 ME45 454R -

50A 50KR85 ME50 504R RHF50

60A 60KR85 ME60 604R RHF60

70A 70KR85 ME70 - -

80A 80KR85 ME80 804R RHF80

100A 100KR85 ME100 - -


